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A ... CRUDE WASTE WATER 
8 ... TREATED WASTE WATER 

C ... AREA N'1 FOR INJECTING COAGULATING AGENT{S) 
D ... AREA N-2 FOR INJECTING COAGULATING AGENT(S) 
E ... RECYCLING MEMBRANE WASHING WATERS 

(57) Abstract: The invention relates to a method for treating fluids, in particular waste waters involving coagulation/flocculation, 
clarification by filtration or flotation stages and a stage of filtration through micro-, ultra, and nanomembranes or of hyperfiltration! 
The inventive method consists in injecting two times several coagulating reagents in a quantity ranging from 75 to 125 % of an 
optimal coagulation dose or a dose cancelling a Zeta potential (pz) in an area (area n°l) situated upstream of the clarification stage 
(2) and from 0. 1 to 25 % of an optimal dose cancelling the pz in a second area (area n°2) situated upstream of the stage of membrane 
filtration (4). 
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(57) Abrege : Precede de traitement de fluides, notamment d'eaux usees associant des Stapes de coagulation/floculation, clarification 
par Recantation ou flottation et une 6tape de filtraUon sur membranes de micro-, ultra-, nano ou hyper-filtration, caracterise en ce 
qu'il comporte une double injection d'un ou de plusieurs reactifs de coagulation, respectivement 75,0 a 125 % de la dose optimaJe de 
coagulation ou dose annulant le potentiel Zeta (pZ), dans une zone (zone n°l) situee en amont de 1'etape de clarification (2) et 0 1 a 
25,0 % de la dose optimale annulant le pZ, dans une seconde zone (zone n°2) situee en amont de 1'etape de filtration sur membranes 



